
 

  ATTO MOBILITY SCOOTER 
   An advanced-technology Class A mobility scooter 
   Designed for indoor use  

 

 

 

 

 

ATTO is the most versatile mobility scooter ever built. It is also the 

friendliest, stylish and technologically advanced foldable mobility scooter in 

the world.  With design elements and materials form the aviation industry, 

ATTO provides safety, comfort and will take you wherever you want to go, 

always.  

ATTO Weight is 30 Kg.  

When separating the chassis, parts weighs as follows: 

Part Kg 

Front half 12 

Rear half 16.2 

Battery 1.85 

 

Dimensions (cm) 

Part Height  Length Width 

Trolley mode 72 39  42  

Drive mode 90 120 56 

 

Maximum recommended slope angle: 6 degrees 

When disassembled, ATTO’s heaviest part weighs 16.2 Kg. 

Minimum continuous driving distance range: 15 Km (the distance will be reduced if the 

scooter is used frequently on slopes, rough ground or to climb kerbs etc.) 

Maximum user weight: 100 Kg. 
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 ATTO is intended for people with an injury, physical disability, or medical condition 
which means that they are unable to walk or have difficulty in walking. 

 Intended users should assess eyesight, reaction time, balance and posture, ability to 
sit for long periods of time, concentration and ability to get on and off the mobility 
scooter. Intended users should be able to judge distances, recognize obstacles and 
hazards, and be able to see pedestrians and other road users.  

 The intended user of ATTO is the occupant who will be driving it and who may be 
assisted by an assistant for non-driving operations such as opening and closing the 
mobility scooter. 

 The minimum width of corridor in which ATTO can be turned to face the opposite 
direction is 135 cm. 

 ATTO has no standard options available. 

 ATTO equipped with one front motor with solid Polyurethane tire and two rear wheels 
with solid Polyurethane tires. Only original Moving Life tires are allowed. 

 ATTO can be adjusted by the user for maximum comfort, this includes adjustment of 
the driving console height, the driving console angle, seat height and tiler angle. 

 ATTO has no removable parts.  

 ATTO is not intended for use as a seat in a motor vehicle. 

 ATTO is suitable for land and air transport. 

 The maximum height of kerb which ATTO can descend safely is 20 mm. 

 ATTO can be folded and taken apart for transportation and storage. For more details 
please see ATTO Owner’s Manual. 

 ATTO can be effortlessly transported in many types of vehicles, on land, see or by 
air. For more details please see ATTO Owner’s Manual. 

 For maintenance instructions please see ATTO Owner’s Manual. 

 Transport of ATTO on commercial aircraft is subject to federal regulations and airline 
policy. Please consult your airline prior to your flight to ensure your ATTO and its 
lithium-ion battery is permitted. 

 ATTO is designed for flammability resistance according to UL94 V-0. 

 ATTO's noise level is below 65db 

 ATTO’s controller is a non-user programmable controller 

For more information please contact  

Moving life ltd. 2 Hapnina St. Ra'anana 43215 Israel  

or visit our website 

www.movinglife.com 

Visually impaired users can view the information 

contained in this prospectus at this internet location 

www.movinglife.com/docs 

http://www.movinglife.com/
http://www.movinglife.com/docs

